
PVC hose  with  rigid PVC spiral , under layer in 

PU and with a copper wire for making the hose 

antistatic when needed. Suitable for conveying and 

carrying abrasive and granular materials.
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-10° C + 60°C

ANTISTATIC 

PVC spiral

Copper wire

SMOOTH SURFACE

FLEXIBILITY

ABRASION RESISTANCE

TEMPERATURE RANGE

CHEMICAL RESISTANCE

CRUSHING RESISTANCE

911184

SUITABLE FOR CONTACT WITH FOODSTUFF ACCORDING TO 
THE DECLARATION OF CONFORMITY

Tubo in PVC  con spirale in PVC rigido, sottostrato 

in PU e trefolo in rame per una resa antistatica, 

adatto per convogliare e trasportare materiali 

abrasivi e granulosi.

Resistenza trefolo
0,075 OHM/m

tabella PU

ANTISTATICO

SUPERFICI LISCE

FLESSIBILITÁ

RESISTENZA ALL’ABRASIONE

TEMPERATURA D’IMPIEGO

RESISTENZA CHIMICA

RESISTENZA ALLO SCHIACCIAMENTO

inch mm mm g/m mm bar bar m H2O mt

PU

PVC

Spirale PVC

Trefolo in rame

LUISIANA PU ANTISTATICO
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IDONEO AL CONTATTO CON ALIMENTI SECONDO DDC

Tutti i dati tecnici sono riferiti ad una temperatura di 23° C ± 2° C (ISO 291)
Le tolleranze su tutti i dati indicati ± 5% (percentuale determinata sul valore medio di gamma).
Per verificare se il prodotto che ti interessa è in stock o su richiesta consultare il nostro sito.

38 All technical specifications apply to a temperature of 23° C ± 2° C (ISO 291) •
The tolerance on all specifications ±5% (Tolerance Percentage is applicable on ALL DATA across our range) •

To verify if the item of your interest is “on stock” or “on demand” pls refer to our web site • 




