GMS HADICE

Cestné prohlasenti:

Certifikat 2.1 pro vyrobek:

Kéd produktu: 10736
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Obchodni nazev a popis:
ABRATEC METAL PU/SPL
PVC hadice s PU vrstvou pro dopravu granulatt (-20°/+70°C)
&

Transmetal PU

Vyrobce: ESPIROFLEX

® Pracovni teplota: -20°C az +70°C

® Bezpecnost: 3:1

e Pouziti produktu: Doprava nebo sani alkoholickych produktu, plastové pelety nebo chemické produkty
e Material vnitfni: PU (polyuretanova vlozka)

® Material vnéjsi: PVC

® Spirdla: Ocelovy drat

e \yztuha: Neni

o Médium: Sypké potraviny a abrazivnich materidly: mouka, cukr, obili, krmné smési apod.

e Barva vnitfni: Transparentni (prasvitna)

e Barva vnéjsi: Transparentni (priisvitna)

e Zkracenda poznamka: Polyuretanova vlozka uvniti hadice o tloustce 0,5mm zaruéuje aZ 5x vy3si
otéruvzdornost nez u PVC hadic.
Hadice s vynikajicim polomérem ohybu, otéruvzdornosti, flexibilitou a univerzalnosti pouziti. Uvedené
parametry v tabulce vyrobce plati p¥i teploté 20°C.
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GMS HADICE

Origindlni katalogovy list:

Transmetal® PU

Flexible, transparent PVC hose, reinforced with a galvanised
steel spiral and an internal polyurethane layer.
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Applications

p Transport of pnaumatic, hydraulic and chemical liquids. For
transferring air, plastic chippings, alcoholic liguids up to 20%
vol., liquid foods that require food simulants A, B and Cin OM2
conditions according to Reguiation EU 10/2011.

) Vacuum pumps. Facilities that require great flexibility.

p Cleaning machinery (sewage, sediments, muds, etc).




