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GMS HADICE

Cestné prohlasenti:
Certifikat 2.1 pro vyrobek:
Kod produktu: 10191

Obchodni nazev a popis:

GRANOTEC 6/SPL
Tlakova a saci hadice pro sypké potravinarské produkty, -30/+70°C, 6 bar
&

Volga BN/MD
Vyrobce: VG Colbachini

® Pracovni teplota: -30°C az +70°C

® Pracovni tlak: 6 Bar

e Bezpecnost:3:1

e Pouziti produktu: Tlakova hadice FDA pro sypké potraviny a krmné granulované smési.

e Materidl vnitfni: NR/SBR

e Materidl vnéjsi: EPDM

e \yztuha: Vysokopevnostni synteticky oplet

® Spirdla: Ocelova

e Médium: Sypké potraviny a abrazivnich materiadly: cement, pisek, Stérk atd.

e Norma vyrobku: EU 1935/2004; EU 2023/06; F.D.A. Standard 21 CFR 177.2600; BfR XXI Cat.4.; bez ftalat

® Barva vnitini: Bila

e Barva vnéjii: Cerna s €éervenym pruhem

e Vodivost: Hadice je vybavena médénym dratkem pro odvod elektrického naboje. Jde o specialni verzi
Volga upravenou pro potiebu GMS Hadice.

e Zkracend poznamka: Otéruvzdornost hadice odpovida 70 +/- Smm?3 podle 1SO 4649.

e Vyborna ohebnost hadice. Uvedené parametry v tabulce plati pfi teploté 20°C.

Jednotlivé proménlivé udaje o tlacich, polomérech ohybu, hmotnosti nebo baleni uvadi katalogovy list GMS.
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GMS HADICE

Originalni katalogovy list, odekvatni zakdzkova Uprava dle Volga bn a VOLGA:
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Bulk materials suction and
delivery hose

Standards: abrasion loss of the tube according to 150 4649: 50 +/-
Smm*.

Tl st L Application: hardwall hose used for the suction and delivery of dry
Fm'h" ::'l? cement, sand, gravel, etc.
cartifiad Temperature: from -30°C (-22°F) to +T70°C (+158°F).

Construction

Tube: black, smooth, antistatic SBR/MA rubber which withstands the
passage of abrasive materials.

Reinforcement: high strength synthetic cord, steel helix wire and
antistatic copper wire.

Cover: black, smooth (wrapped finish), EFDM rubber, weathering and
ozone resistant.

Branding: continuous red stripe “IWG Abr (Family kogo)...".

Also available upon request: 1.Different diameters 2 Different working
pressures 3.Volga ond, with steel helix wire and cormugated cover

4 Violga bn, with white tube, ideal for abrasive products that must not
be stained, such as feed, seed, etc.
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