GMS HADICE
Cestné prohlasenti:

Certifikat 2.1 pro vyrobek:
Kod produktu: 10199

Obchodni nazev a popis:
JACKET SILIKON TH
Silikonova ochranka na kabely a hadice, -60/+260°C

&
SCS THT Fireproof sleeving

Vyrobce: OERRE

® Pracovni teplota: -60°C az +260°C (kratkodobé: 30 min pfi +800°C, 15 min pfi +1100°C, 1 min pfi +1500°C)
® Pouziti produktu: Chrani¢ka hadic a kabelti viéi vysokym teplotam

e Material vnitfni: VMQ

e Material vnéjsi: VMQ - Silikon

e Médium: Silikonova ochrana na kabely, hadice, hydraulické hadice

® Barva vnitini: Bila

e Barva vnéjsi: Cervena

e \Vodivost: Dielektrikum

e Normy: RoHS 2002/95/CE; NF EN 60684-2 (05/2006)

e Zkracena poznamka: Chranicka je vodotésnd, odolna vodni pare, velice snadno ohebna, odolna UV

zareni a hydraulickym kapalindm, plynu, stlacéenému vzduchu, ma dobré chovani ve styku kapalnymi
hoflavinami. Vynikajici ohebnost i pfi nizkych teplotach, bezazbestovda, samozhaseci.
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GMS HADICE

Originalni katalogowy list:

SCS THT

= Standards’

Cornpliant with directive RoHS 2011/85/EU

-

-

-

Answer to the aeronautic norm SAE AS1072

-

-

NF EN 60695-2 -10 (05-2001)

NF EN 60695-2 -11 (07-2001)

NF EN 60684-1 (10-2003)

NF EN 60684-2 (07-2012)

NF EN [CEl) 60684-3 sheets 400 to 402 (02/2003)

-

-

-

-

Fibre glass braid

with silicone varnish

F1 and 12 according to the standards MF F 16-101/16-102 and 5TM 5-001
HL1, HL2 and HL3 according to the railway standard EN45545 .

Allow the harnesses producers to pass the norm SAE AS1055 .

- Colours and packagings

= Manufactured diameters ; from 6 to 152 mm
= Standard colour : brick red

= (ther colours : on request

» Standard packaging : bobbins and rolls

=+ Characteristics

« Continuous warking temperature : from -60°C to 4 26070
+ Peaksat :

- 30 min at 800°C
- 15 min at 11007C
- 1 min at 1500°C

« Good resistance to ;

- presence of flames
- projection of metals or melting glass
- oceasional very high temperature
- projection of vapour
Excellent flexibility at low temperatures
Slight swelling can be caused by hydrocarbons
Good resistance to UV
fsbestos free
Fireproaf
Watertight
Halogen free

-« Applications
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Za velkoobchod GMS hadice, s.r.0.
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