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GUAINE TESSILI DI PROTEZIONE
TEXTILE PROTECTION SHEATHS

Specifiche tecniche: 
Questa guaina tessile ad alta tenacità, è particolarmente indicata 
per il settore oleodinamico e pneumatico per il contenimento di 
tubi singoli o multipli. Grazie all’elevata tenacità della materia prima 
impiegata, ottima è la resistenza alle sollecitazioni meccaniche, 
così come la compatibiltà con oli e prodotti organici. 
Buona tenuta all’abrasione secondo ISO 6945.

Temperatura di esercizio:
Da -40°C a +100°C        Da -40°F a +212°F

Technical features:
This very tough textile sheath is particularly suitable for the hydraulic 
and pneumatical sectors. It can contain single or multiple tubes. 
Thanks to the toughness of the material used, it has optimum 
resistance to mechanical stress and optimum compatibility with 
oils and organic products.
Good resistance to abrasion according to ISO 6945.

Working temperature:
From -40°C to +100°C        From -40°F to +212°F

VALORI NOMINALI - GUAINE TESSILI DI PROTEZIONE
NOMINAL VALUES - TEXTILE PROTECTION SHEATHS

Codice articolo
Code article

Larghezza
Width
(mm)

Ø
(mm)

Peso
Weight
(g/m)

GT35 35 20 27
GT40 40 22 32
GT45 45 25 34
GT50 50 28 38
GT55 55 32 42
GT60 60 35 45
GT65 65 38 48
GT80 80 45 60
GT90 90 50 65

GT120 120 70 96
GT150 150 90 112




