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Cestné prohlasenti:
Certifikat 2.1 pro vyrobek:
Kod produktu: 10146
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Obchodni nazev a popis:
SANDBLAST ABR DRY-ICE
Tlakova hadice pro tryskani suchym ledem, -55°C az +130°C, 10 bar
&
Dryice

Vyrobce: VG COLBACHINI

® Pracovni teplota: -55°C az +130°C

® Pracovni tlak: 10

® Bezpecnost:4:1

e Pouziti produktu: Tryskani suchym ledem pfi ¢isténi mastnych povrchd, tvrdych necistot atd.
® Materidl vnitfni: NR

e Material vnéjsi: SBR/NR

e Spirala: Neni

e \/yztuha: Vysokopevnostni synteticky kord

e Normy vyrobku: DIN 53516 (odolnost otéru 100 +/- 5 mm3)

e Médium: Tuky, oleje, saze, laky, lepidla, asfalt, pryskyfice, suchy led
e Barva vnitini: Cernd

e Barva vnéjii: Cerna s bilym pruhem

e Vodivost: Antistaticka R <10° Ohm/m
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Originalni katalogovy list:
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Sand blast with dry ice hose

Application: softwall hose for dry ice, used for particular sand blasting
and cleaning services in specific industrial sectors. It is ideal for appli-
cations where the dust must remain contained.

Temperature: from -55°C [~67°F) to +130°C (+266°F).

Construction

Tube: black, smooth, antistatic synthetic rubber with excellent abrasion
resistance.

Reinforcement: high strength synthetic cord.

Cover: black, smooth (wrapped finish), antistatic synthetic rubber
which is abrasion, weathering and ozone resistant.

Branding: continusous red/silver stripe “IVG Abr [famnily logo)...".

Also available upon request: 1.Different diameters 2 Different working
PrESSUrES.
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