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GMS HADICE

Cestné prohlasenti:

Certifikat 2.1 pro vyrobek:

Kod produktu: 10148

Obchodni nazev a popis:
SANDBLAST ORINOCO
Tlakova hadice pro piskovani, 50 mm3, -40°C az +70°C, 12 bar
&
Orinoco 2000

Vyrohce: IVG COLBACHINI

® Pracovni teplota: -40°C az +70°C

® Pracovni tlak: 12

e Bezpecnost:3:1

e Pouziti produktu: Tlakova hadice pro tryskani piskem, prasky a drobny stérk smiSeny se vzduchem,
vhodna pro piskovaci zafizeni, jakozto i vytlak kovovych castecek a slévarenského odpadu.

e Materidl vnitini: SBR/NR

e Material vnéjsi: SBR/NR

e Spirala: Neni

e \/yztuha: Vysokopevnostni synteticky kord

e Normy vyrobku: ISO 4649 (odolnost otéru 50 +/- 5 mm?)

e Médium: Stérk, pisek, kovové ¢astecky, slévarensky odpad

e Barva vnitini: Cernd

e Barva vnéjii: Cerna s éervenym pruhem

e Vodivost: Antistaticka R <10° Ohm/m

e Zkracena poznamka: Hadici je mozno dodat osazenou koncovkami.
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GMS HADICE

Originalni katalogovy list:

ST~ Orinoco 2000
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Sand blast hose

Standards: sbrasion loss of the tube according to IS0 4648: 50+/-5
mim.

Application: abrasion resistant softwall hose, used for the delivery of
sand or cast steel shot. It is manufactured with an antistatic rubber
compound.

Temperature: from -40°C [-40°F) to +70°C (+158°F).

Construction

Tube: black, smooth, antistatic NA'SER rubber, abrasion resistant.
Reinforcement: high strength synthetic cord.

Cowver: black, smooth, (wrapped finish) antistatic NA/SBR rubber,
abrasion resistant.

Branding: continuous red stripe “IWG Abr (family logao)...".

Also available upon request: 1.Different diameters
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