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GMS HADICE

Cestné prohlasenti:
Certifikat 2.1 pro vyrobek:
Kéd produktu: 10899

& GHEMIGREN e o

Obchodni nazev a popis:

CHEMITEC CHEMIGREN BLUE-UPE 16/SPL FDA EN 12115
Tlakova a saci hadice na chemikalie EN 12115, -20°C aZ +100°C, 16 bar
&

CHEMIGREN SD /16 EN12115

Vyrobce: TGT

® Pracovni teplota: -20°C az +100°C

® Bezpecnost:4:1

® Pouziti produktu: Saci a vytla¢na hadice pro chemikalie i silné kyseliny, vysoce aromaticka rozpoustédla,
chlorovana nebo okyslicena rozpoustédla nebo paliva

e Materidl vnitini: UHMWPE, zkratka (UPE) (dielektrikum)

e Material vnéjsi: CR — odolny povétrnostnim podminkam a ozénu

e Spirala: Ocelova

e \/yztuha: Vysokopevnostni synteticka vlakna

e Médium: Chemikalie, potravinaiské tekutiny, lih, ropné produkty atd.

e \Vodivost: Antistatickd R<10° Ohm/m, 2 médéné zkfizené dratky pro uzemnéni

e Barva vnitini: Cernd

® Barva vnéjsi: Modra

e Norma vyrobku: EN 12115, F.D.A

e Zkracena poznamka: Hadice vhodna pro potravinarsky i strojirensky prtimysl.
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APPLICATION
Suction and delivery hose for chemicals, petrolesm and food stuffs as per EM
12115 gpecification. For deeper information, please check the chemical

resistance table at the end of the catalog. The hose liner is FDA approved WORKING TEMPERATURE

TUBE

GMS HADICE

Translucent, non conductive UHMWPE

REINFORCEMENT

High strength synthetic plies, with steel spirals and 2 crossing copper wires for

hose grounding

19 4 M
5 1 a7
32 114 44
38 112 51
51 2 BT
63.5 2172 BO
76 3 B2
102 4 118

17132 0T
1 2sd 0.87
1 47164 1.07
2 1.35

2 41084 229
35032 251
a5 08
4 41/64 4.51
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CHEMIGREN SD /16 EN12115

COVER

Black, smooth, fire proof and antistatic {Hc‘lﬂE' Ohm/m), cloth impression CR

rubber compound, resistant to chemical products, ozone and weather

-4°F +212°F
200G +100°C
SPECIFICATIONS
EM 12115/ THRF / FDA

& 4 #

WaCUUs

COIL LENGTH

bar p= =
240 B BED 125 0.8 40
240 Bl 960 150 048 40061
240 B BED 175 08 401
240 7 0RO 225 0.8 A6
240 B BED 275 08 401
240 7 0RO 300 0.8 A6
240 B D60 350 08 an61
180 a8 720 450 0.8 A6
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